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These installation details are provided to demonstrate recommended 

installtion methods for Sancidalo products and accessories. 

The details and information in this document reflect current roofing 
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1.General Information   
1.0 Description  
  
1.1    Manufactured to ISO9001   
1.2 Sancidalo currently have four roofing profiles available: 

Bond,classic,shingle,roman covered by this manual.  
 

2.0  Materials  
 
2.1 Zincalume consists of steel hot-dip coated with an aluminium/zinc alloy coating.  

The steel is 0.4mm thick. To the topside of the Zincalume coated steel formed profile, 
one of the following coating systems is applied:  
● Textured Coating - an acrylic base-coat which binds a layer of stone 

granules covered with an acrylic overglaze, or  

● Satin Coating - an acrylic topcoat  
 

3.1 Colours  

Now 24 colors are available. 

4.0  Packing  
 
4.1  The tiles are packed on wooden pallets protected with temporary waterproof covering for   

delivery to the site.  
4.2 Accessories are packed separately.  
 

5.0 Handling and Storage  
 
5.1 The product must be transported and handled with care to avoid damaging the surfaces.   
5.2 Long-term storage of roofing must be under dry, ventilated cover.   
5.3 For short-term storage on site, pallets should be placed separately on level ground.   
5.4 The products must be left covered with the waterproof covering on, when stored 

short-term on site in order to avoid water stains. 
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6.0  General Installation Information  
 

6.1Sancidalo Roofing Systems must be installed in accordance with the manufacturer’s   
instructions as contained in this document.  

6.2 Care must be taken when handling, cutting, bending, and installing the roofing in 

order to avoid damage to the surface. In particular, the roofing surface must be kept clean of 

dirt and other substances such as metal swarf.   
6.3 Flat, rubber-soled shoes must be used when working on the roof, and protective 

padding used on tools. Loads must be applied only over battens and the installed roofing 

protected from other construction and finishing work being carried out on or above the 

roofing, such as cladding materials, plaster and paint.  
 

7.0 Durability  
 

7.1 Sancidalo warrants that each Zincalume roofing tile comprised in the roof fitted to the   
purchaser’s property, will carry an appropriate weatherproof warranty. This 

warranty does not cover damage due to improper handling, installation or damage 

occurinig after installation. 
 

Please refer to Country Warranty for further information.  
7.2 Installation must be in accordance with instructions of Sancidalo Roofing Systems Ltd.   
7.3 Where the roof space is not completely closed-off to the elements, the underside of 

the roof must be completely shielded with roofing underlay or sheathing such as fibre 

cement, hardboard or plywood. 
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Limitations on use 

7.4 Sancidalo Roofing Systems must not be used in high alkaline environments, (such as 
on intensive animal shelters or other buildings with high ammonia or urea concentrations), 
and/or contact with fresh concrete or plaster must be avoided.   

7.5   The roofing must not be used in contact with permanently damp materials, on 

industrial buildings in which corrosive processes occur, or over swimming pools.  

7.6   Copper in any form must not be allowed to contact the roofing, and care must be taken 

to ensure that runoff from copper overflow or down pipes does not come into contact with the 

tiles.  
 
7.7   Lead or lead edged flashings must not be used with Sancidalo Roofing Systems unless   

a suitable barrier paint system is applied to both surfaces to ensure there is no metal 

to metal contact, or contact through water runoff. The manufacturer supplies 

flashings that are suitable for use with the roofing products.  
 

Weathering 

 

7.8  With granule-coated products, some loss of granules and overglaze can be expected 

over time.  

7.9  Acrylic-coated tiles may fade and chalk as time passes. This may be more 

noticeable with some colours than others, and is an expected part of the weathering 

process.  
 

Maintenance 

 

7.10 Sancidalo pressed metal roofing tiles require minor maintenance to ensure the 

continued performance of the roof over its life.  

7.11   Where possible a visual ground inspection of your roof should be performed every 

year, or after any significant storm, for the following items. Maintenance or repairs to these 

items should help prevent any major problems occurring:   
Damaged or displaced tiles or flashings.  
Blocked valleys, spouting or downpipes with debris such as leaves, other plant 

matter orforeign objects such as toys.  

Wash down any roof areas not effected by rain washing (see Cleaning below).  
7.12  In certain environmental conditions moss, mould or lichen may present itself on areas 

of the roof. To maintain the integrity of the coating and for aesthetic reasons this can easily 

be removed with a generic roof wash treatment, applied by low pressure spraying. When the 

roof is used for collection of potable water, ensure that the downpipes are disconnected for 

the period stated in the spraying instructions. Failure to maintain the roof in this manner will 

void the coating warranty.  

7.13  When repairs or maintenance are needed we recommend that you consult a metal tile 

roofing specialist, as additional damage to the roof tiles can be caused by inexperienced foot 

traffic (If you must access the roof follow these instructions, to avoid denting or damaging the 

roof tiles, you should wear soft sole shoes & place your foot on the lowest point of the tile and 

at the front edge of the tile). Also, house holders unfamiliar with working at height pose 

considerable risk of injury to themselves by falling from ladders or the roof. 
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2.Recommended Tools 
Sancidalo tiles may may be cut using a cutter/guillotine, tin or aviation snips, or a 

circular saw using metal-cutting blades. A portable brake or hand bender is recommended 

to bend the panels for hips, ridges and valleys. Safety equipment should be worn during the 

installation process. 
 
 
 
 
 
 
 
 
 

Ridge Bender 
 
 
 
 

 
 Tile Batten Spacer 

 

Base Bender 
(14-1/2”) 

 

 
 

 

 
Cutter/Guillotine 

 
Bender 

 
 

Shake Batten Spacer 
(12-5/8”) 

 
 
 
 
 
 
 
 

 
Cordless Drill Circular Saw Aviation or Hand Bender  

Tin Snips 
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3.Profile Specifications 
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Technical particulars 

Figure Overall Length Length of Cover Width Width of Cover Roof Cover/Tile Tiles/m2 Weight/tile 

Classic 1340mm 1290mm 420mm 370mm 0.48m2 2.1 2.8kg 

Bond 1340mm 1290mm 420mm 370mm 0.48m2 2.1 2.8kg 

Shingle 1340mm 1290mm 420mm 370mm 0.48m2 2.1 2.8kg 

Roman 1300mm 1250mm 420mm 370mm 0.46m2 2.2 2.7kg 
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4.Flashing Specifications  
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5. Preparatory Installation 
 

1. Batten Spacing 
 
Disclaimer: For purposes of uniformity, we 

have demonstrated 50x40mm battens as 

this is the most common batten size . This 

may be substituted for 50x25mm or 

50x50mm  
for different rafter/truss spacings (see 

Tiling Batten Specifications). 
 
A 50x40mm batten is placed directly behind 

the fascia around the entire roof. This will 

serve as the eave batten. 

 
 

 
 

Rafters Rafters 

 

  370mm   368mm 
  370 mm   368 mm 
 370 mm  368 mm 

370 mm 368 mm 
320 mm 320 mm 

    

 

The next batten is placed 320mm from the 
Set-out Nail Spacing for a Set-out Nail Spacing for a 

 

Satin Tile Roof Textured Tile Roof 
 

outside edge of the fascia material to the   
 

front edge of the batten. Battens are then placed every 370mm (Satin) or 368mm 

(Textured) measured from the front edge of each batten continuing up the roof. 
 
The set out can be done using a setout rod, which is made from a 50x40mm batten or 

measuring rod of similar thickness. 
 
Measure every 370mm (Satin) or 368mm (Textured) measured up the setout rod and saw 

notches in the material, making sure the notches are accurate and that the bottom of the 

notch is square to the rod. The rod is then placed on the rafter and nails are placed in every 

notch so that you have a series of nails at 368mm or 370mm centres running up each 

rafter. 
 

2. Batten Cutting 

 

When placing the battens on the set out nails, 

care should be taken to stagger the joins 

across several rafters and not to have multiple 

joins on the same rafter going up the roof 

truss. 
 
 

Place the battens on the setout nails mitring 

each batten onto the hip and valley boards. 

Make sure joining battens are centred on the 

rafters and cut ends off that are not straight.  
Then cut all other joins on the centre line of 

each rafter where each batten extends to. 

Then mitre cut each batten onto the hip and 

valley boards. 
 

 
Set-out Nail Spacing for a Textured Tile Roof 
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Preparatory Installation 
 

3. Underlay Installation 
 
Once the battens are cut in completely 

the battens can be moved up to allow 

the underlay to be rolled out. 
 
Self-supporting breather type building 

paper must be used. Starting at the 

bottom, roll out the underlay horizontally 

across the roof,  
ensuring that the lower edge of the underlay 

overhangs the outside edge of the fascia by 

a minimum of 40mm. 
 
Once each run of underlay is run out, move 

the battens down to rest on pinout nails. This 

will enable the installer to continue up the 

roof plane by walking along these battens. 

Paper the whole roof, horizontal to the fascia 

line ensuring that each lap is no less than 

150mm, unless it occurs directly underneath 

a batten, in which case it can be reduced to 

75mm. Underlay is to be lapped over each 

hip and ridge line at least 150mm. 
 
 

Where the roof meets a wall, the underlay 

must be folded and run up the wall no less 

than 200mm. 

 

  
 
 
 
 
 
 
 
 
 

  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Battens placed back 

over set out nails and 

nailed in position

 
 
 
 

4. Batten Fastening 
 
Battens shall be nailed through to the 

rafter with one 90 x 3.15mm nail at 

each intersection. 

 
 
 
 
 
 
 
 

 
50mm x 40mm 

batten 
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Preparatory Installation Continued 

 

Tiling battens must be: 

 


 Douglas fir of moisture content <20% 


 50 x 25mm for 450mm rafter/truss spacing, 


 50 x 40mm for 900mm rafter/truss spacing 


 50 x 50mm for 1200mm rafter/truss spacing 
 
 
 
 

Sancidalo Tile 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

* Detail shows roof pitch > 15
o

 with anti-ponding board omitted 
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